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R452A HBP

Campo di Esercizio (Tc)

Operating Range (Tc)

Potenza Compressore

Compressor Power 

Resa Frigorifera

Refrigerating Output

+10°C ÷ +2°C

1/3 ÷ 2 HP

930 ÷ 4340 W

Ta = 32°C (Tc +5°C)

MBP

+5°C ÷ -2°C

3/7 ÷ 2 HP

821 ÷ 3389 W

Ta = 32°C (Tc 0°C)

LBP

-15°C ÷ -2°C

1 ÷ 4 HP

671 ÷ 2547 W

Ta = 32°C (Tc -20°C)

GAS REFRIGERANTE A BASSO GWP 

La gamma di monoblocchi FA/FT a R452A con 
condensazione ad aria offre una soluzione ecosostenibile  a 
lungo  termine  con  gli  standard  di qualità  e sicurezza dei  
prodotti Rivacold. Il gas utilizzato risponde alle esigenze della 
F-Gas di ridurre al massimo l’impatto ambientale nei piccoli 
impianti di refrigerazione commerciale.  

LOW GWP REFRIGERATING GAS  

The FA/FT R452A monobloc range with air condensation  offers a 
long term eco-sustainable solution with the safety  and quality 
standards granted by Rivacold products. The refrigerating gas 
charged meets the F-Gas indications to reduce at the maximum 
the environmental impact for small size commercial refrigerating 
systems.   

RISPARMIO  ENERGETICO

Il risparmio energetico  viene garantito dallo sbrinamento ad 
aria (HBP) o gas caldo (MBP-LBP) ottimizzando le 
performance del gas utilizzato per ogni applicazione  
disponibile (alta , media o bassa temperatura).    

ENERGY SAVING

The saving of energy is granted by the use of defrosting mode, by 
air (HBP) or by hot gas (MBP and LBP) and optimizing the 
performance of the gas in use for any of the available applications 
(high, medium or low temperature).

FACILE INSTALLAZIONE

Particolarmente adatti  per essere installati su celle di  
dimensioni ridotte, oltre ai vantaggi della gamma 
Blocksystem, gli FA/FT offrono due possibilità di  montaggio: 
versione accavallata (FA) con kit tampone separato gestito 
come optional o versione con tampone montato (FT). 

EASY FIX

Particularly suitable for being installed in cold rooms of small 
dimensions, besides all the advantages of Blocksystems range, 
FA/FT offers the possibility of  two different mounting modes: 
saddle version (FA) with separate insulating panel (optional) or  
version with fitted insulating panel (FT).   

R452A (GWP 2140)

I prodotti in questo catalogo sono apparecchiature  il cui  
funzionamento dipende da gas fluorurati a effetto serra.

Products in this catalogue are equipment whose functioning 
relies upon fluorinated greenhouse gases.
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